50767-P015US-1 01 06749 




50767-P015US-1 01 06749 




50767-P01 5US-1 01 06749 
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10 




FIG. 4A 



10 



407 




FIG. 4B 



50767-PO 1 5US- 1 01 06749 




FIG. 5B 



50767-P0 1 5US- 1 0 1 06749 





50767-P01 5US-1 01 06749 




50767-P01 5US- 1 01 06749 
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1001- 



FIG. 10 

DETERMINE ROTATIONAL HANDLING TASK(S) 
NEEDED FOR ASSEMBLY PROCESS 



1002 x 



1003-x 



INCLUDE ON A SUBSTRATE A PLURALITY 

OF FUNCTIONAL SITES THAT EACH 
COMPRISE A MICRO-DEVICE OPERABLE 
TO PERFORM AT LEAST ONE OF THE 
DETERMINED ROTATIONAL TASK(S) 



DETERMINE ONE OR MORE OF THE 

FUNCTIONAL SITES TO WHICH A 
MICROCOMPONENT PART SHOULD BE 
PRESENTED TO BE PROPERLY ORIENTED 
FOR ASSEMBLY WITH ANOTHER PART 



1004- 



PRESENT THE MICROCOMPONENT PART TO 
THE DETERMINED FUNCTIONAL SITE(S) FOR 

ROTATIONAL HANDLING THEREOF TO 
ORIENT THE MICROCOMPONENT PART FOR 
ASSEMBLY WITH ANOTHER PART 



1005- 



RETRIEVE THE MICROCOMPONENT PART 
FROM THE FUNCTIONAL SITE IN 
WHICH IT RESIDES, AND ASSEMBLE 
THE MICROCOMPONENT PART WITH 
ANOTHER PART 




